
2002 Mercury MOUNTAINEER  

Submodel:  | Engine Type:  V6 | Liters:  4.0
Fuel Delivery:  FI | Fuel:  GAS

SECTION 307-01: Automatic Transmission - 5R55W/S 2002 Explorer/Mountaineer Workshop Manual
IN-VEHICLE REPAIR Procedure revision date: 09/26/2000

Fluid Pan, Gasket and Filter

Material

Item Specification
MERCON® V Automatic Transmission Fluid
XT-5-QM, XT-5-DM

MERCON® V

Removal

1. Raise and support the vehicle. For additional information, refer to Section 100-02.

2. Place a drain pan under the transmission fluid pan.

3. Remove the drain plug and drain the fluid.

4. NOTE: The transmission fluid pan gasket is reusable, clean and inspect for damage. If not damaged, the gasket should be reused.
Remove the 16 transmission fluid pan screws, fluid pan, and gasket.

5. Remove and discard the transmission fluid filter.

6. Clean and inspect the transmission fluid pan and magnet.

7. If equipped, remove the converter housing access plug.



8. If equipped, remove the converter drain plug and allow the fluid to drain.

Installation

1. NOTE: A new converter drain plug must be used to prevent leakage.
If removed, install a new converter drain plug.

2. If removed, install the converter housing access plug.

3.  CAUTION: Lubricate the fluid filter seals with clean automatic transmission fluid or they may be damaged.

NOTE: Make sure that the fluid filter seals are correctly seated on the filter.
Lubricate the seals and install the transmission fluid filter.

4. Install the fluid pan magnet in the transmission fluid pan.

5. NOTE: The transmission fluid pan gasket is reusable, clean and inspect for damage. If not damaged, the gasket should be reused.
Install the fluid pan gasket on the pan.



 

6. Install the transmission fluid pan and gasket and loosely install the screws.

7. Tighten the screws in a crisscross sequence.

8. Install the fluid drain plug.

9. Partially fill the transmission. For additional information, refer to Transmission Fluid Drain and Refill — Automated Equipment, Transmission Fluid Drain and Refill — Vehicles
Equipped With a Torque Converter Drain Plug or Transmission Fluid Drain and Refill — Vehicles Not Equipped With a Torque Converter Drain Plug in this section.

 

 

 

 

 

 

 

 

 

 


