
2002 Nissan FRONTIER  

Submodel:  | Engine Type:  V6 | Liters:  3.3
Fuel Delivery:  FI | Fuel:  GAS

CAUTION 
Use care when handling the torsion bars in order to avoid chipping or scratching the coating. Damage to the coating will result in premature failure of the torsion bars.

To Remove:

1. Before servicing the vehicle, refer to the precautions in the beginning of this section.

2. Paint matching marks on the torsion bar spring and the corresponding arm.

Note: ï¿½Always use paint to place the matching mark; do not scribe the torsion bars.
3. Remove or disconnect the following:

Dust cover

Measure anchor bolt protrusion 12 standard length = 2.68 inch (68 mm)
Lock nut and adjusting nut

WARNING 
Before removing the nuts ensure the torsion bars are completely unloaded.

Torque arm mounting nuts then withdraw torsion bar spring forward with torque arm

To Install:

1. Coat the serrated ends of torsion bar springs with multi-purpose grease.
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2. Support lower link so that bumper clearance 3 is 0 inch (0 mm).
3. Install or connect the following:

Torsion bar spring with torque arm
Align matching marks, install the anchor arm to the torsion bar spring

If a new torsion bar spring or anchor arm is installed adjust anchor arm dimension 7 to: 2WD 24L: 0.24 - 0.71 inch (6 - 18 mm)
2WD and 4WD 33L and 33L SC models 0.98 - 1.54 inch (25 - 39 mm)

Tighten the adjusting nut so the anchor bolt length at 12 is the same as measured during removal or if a new torsion bar or anchor arm is installed adjust length to 2.68
inches (68mm)
Torque the lock nut to 22-30 ft-lbs (30-40 Nm)

Bounce the front of the vehicle 4 or 5 times to ensure that the vehicle is in a neutral height attitude
Measure vehicle height 8 (8 = 1 - 2)
If height of the vehicle is not within specification, adjust vehicle height

4. Check wheel alignment.
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